20041219.ba v03_n741.bam.20041219 


>From ???@??? Sun Dec 19 19:07:50 2004 -0600 

Date: Sun, 19 Dec 2004 19:05:14 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3741 

Message-Id: <20041219200445.7144F3FD82@srvr1.theporch. com> 


BOATANCHORS Digest 3741 
Topics covered in this issue include: 


1) Re: [Milsurplus] Looky what followed me home 
by WA5CAB@cs.com 
2) RE: [Milsurplus] Looky what followed me home 
by Morris Odell <morriso@vitm.org> 
3) FS: B&K RF generator, two old Nixie-type freq counters 
by Avery Comarow <acomarow@usnews.com> 
4) WTB: Terminal Posts 
by Mike Hardie <mike46@shaw.ca> 
5) RE: Looky what followed me home 
by Morris Odell <morriso@vitm.org> 
6) Knob needed 
by Tom Norris <r39Qa@bellsouth.net> 
7) Re: Aerovox condenser quality? 
by Henry van Cleef <vancleef@eskimo.com> 
8) Re: Looky what followed me home 
by wb3fau@att.net 
9) Re: Aerovox condenser quality? 
by wb3fau@att.net 
10) Crystal question 
by AA5QT@aol.com 
11) 4x6AG7 amplifier...anyone recognize the source? 
by "john" <johnmb@nc.rr.com> 
12) Re: Terminal Posts 
by "Don Davis" <dxguy@earthlink.net> 
13) Probe for RCA VTVM 
by Avery Comarow <acomarow@usnews.com> 
14) Chippewa 
by "Paul Monroe" <pmonroe@charter.net> 
15) Galaxy/Hygain Part Needed 
by "Bob Kemp" <bkemp@bobkemp.com> 
16) Re: Chippewa 
by David Hollander <n7rk@cox.net> 
17) Re: Chippewa 
by WALKBQ@aol.com 


18) FS - a bunch of radios, parts, paper and tubes in Palmer, PA 


by John Dilks K2TQN <oldradio@worldnet.att.net> 
19) For sale: Range "F" tuning unit (40 meters)for WW 2 GP-7 xmtr. 
by Meyer Gottesman <wrecktech@yahoo.com> 
20) Re: Chippewa 
by wb3fau@att.net 
21) Re: 4x6AG7 amplifier...anyone recognize the source? 
by "k4pf@juno.com" <k4pf£@juno.com> 


From: WA5CAB@cs.com 

Message-ID: <190.3501ab0c.2eedce06@cs.com> 

Date: Sun, 12 Dec 2004 11:38:30 EST 

Subject: Re: [Milsurplus] Looky what followed me home 
To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_190.3501ab@c .2eedceQ6_boundary" 


--part1_190.3501ab0c.2eedce06_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


I have the NAVSHIPS manual on AN/WRR-2A, WRR-2B, FRR-59A and FRR-59B (and 
AN/WRR-3A and B as well). 


I have a suspicion because of the manual situation that maybe all AN/WRR-2 

and AN/FRR-59 (and WRR-3) were converted to "A". Anyone know whether this might 
have been the case? My reasoning is that most NAVSHIPS (and TM 11's for that 
matter) seem to cover either a single Rev with multiple manuals for each 

(like the R-390 and R-390A and most of the AN/URM-25 [except for the D] manuals) 
or cover the Basic on. Unless the Navy didn't buy the basic. 


Robert Downs - Houston 
<http://www.wa5cab.com> (Web Store) 
<wa5cab@cs.com> (Primary email) 
<wa5cab@houston.rr.com> (Backup email) 


--part1_190.3501ab0c.2eedce06_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KK KK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 


* 
* 
* 
* 


+ + + FF FF 


KKK KKK KEK KKK KK KKK KKK KKK KKK KKK KK 


--part1_190.3501ab0c.2eedce06_boundary- - 


Date: Mon, 13 Dec 2004 08:10:14 +1100 

From: Morris Odell <morriso@vifm.org> 

Subject: RE: [Milsurplus] Looky what followed me home 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-id: <D02380C06383C847B2282343465930BE02DD8B@my . vifp.monash. edu. au> 
MIME-version: 1.0 

Content-type: MULTIPART/MIXED; BOUNDARY="Boundary_(ID_Ikf£4MakKhiFODcFDyQKDYMQ) " 
content-class: urn:content-classes:message 


This is a multi-part message in MIME format... 


--Boundary_(ID_Ik£4MaKhiFODcFDyQKDYMQ) 
Content-type: text/plain; charset=us-ascii 
Content-disposition: inline 
Content-transfer-encoding: 7BIT 
content-class: urn:content-classes:message 


Hi all, 


An afterthought: if there's going to be any copying of the FRR-59A 
manual for Tom, I wouldn't mind a copy as well. All proportionate costs 
covered in the usual way etc... 


73 de morris VK3DOC 


* * * CONFIDENTIAL * x x 

The information in this message and in any attachments may be 
confidential. If you are not the intended recipient of this message, 
you must not read, forward, disclose, or use in any way the 

information this message or any attachment contains. If you are not the 
intended recipient, please notify the sender immediately and delete 

or destroy all copies of this message and any attachments. 


--Boundary_(ID_Tk£4MaKhiFODcFDyQKDYMQ) - - 
--Boundary_(ID_Tkf£4MaKhiFODcFDyQKDYMQ) - - 
--Boundary_(ID_Ik£4MaKhiFODcFDyQKDYMQ) - - 
--Boundary_(ID_Ikf£4MaKhiFODcFDyQKDYMQ) - - 


Message-Id: <6.2.0.14.2.20041212143821.0261eab8@ntpop.usnews.com> 
Date: Sun, 12 Dec 2004 14:39:40 -0500 


To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: FS: B&K RF generator, two old Nixie-type freq counters 
Mime-Version: 1.0 

Content-Type: text/plain; charset="iso-8859-1"; format=flowed 
Content-Transfer-Encoding: quoted-printable 


Last chance before the auction place. 


B&K E-200D RF signal generator: 100kHz-54MHz in five fundamental bands ,=20 
32MHz-216MHz in two harmonic bands. Metered output, 20 dB/step attenuator,= 
=20 

100kHz/1MHz calibrator (speaker for zero beating), good manual copy, output= 
=20 

on all bands, 400HZ switchable modulation, clean manual copy, nice internal= 
=20 

shielding. Not a Boonton or HP, but a step up from service grade.=20 
Appearance: VG (couple of small scrapes and a hairline crack in the meter=20 
cover). Will include test lead with clips at one end and Amphenol mike=20 
connector at the other. I paid $125 plus shipping. I'll take $90 plus=20 
shipping. High-res jpegs available. 


Systron-Donner 6150A freq counter: O-50MHz DC-coupled, 50HzZ-50MHz=20 
AC-coupled. A, B, C inputs. 8-digit display. Purchased because I like=20 
Nixie-type displays. I=92m ready to pass the counter on to another Nixie=20 
lover. No bad digits or segments, but otherwise operationally unknown.=20 
Appearance: VG. Original manual, not a copy-=ADit cost me $40 separately.=20 
High-res jpegs available. $25 plus shipping without manual, $20 for manual= 
=20 

($45 total plus shipping) if purchased with counter. 


Hickok DMS 3200 mainframe with DP150 1MHz frequency counter/timer plugin.=20 
From mid-=9270s, advertised in Radio-Electronics and other service-oriented= 

=20 

publications-=ADbenchtop display unit (Hickok actually called it a=20 

=93mainframe=94) and a line of plug-ins: voltmeter, L-C analyzer, frequency= 

=20 

counter, and other tools. Mine came with the freq counter plug-in. Three=20 
big, bright digits. As with the Systron-Donner, I bought it because of the= 
=20 

cool display. No bad digits or segments, otherwise operationally unknown.=20 

Appearance VG. No manual but easy to use. High-res jpeg images available.=20 

$25 plus shipping. 


Avery W3AVE 
Potomac, Md. 


Date: Sun, 12 Dec 2004 11:05:36 -0800 

From: Mike Hardie <mike46@shaw.ca> 

Subject: WTB: Terminal Posts 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-id: <000001c4e07d$9ff5dacO0$6601a8cO@usern1yudx31pt> 

MIME-version: 1.0 

Content-type: multipart/alternative; 
boundary="----=_NextPart_000_0001_01C4E03A.91D29ACO" 


This is a multi-part message in MIME format. 


ta =_NextPart_000_0001_01C4E03A.91D29ACO 

Content-Type: text/plain; 
charset="Windows-1252" 

Content-Transfer-Encoding: quoted-printable 


I=92m making a couple of small component boards, the kind with a row of 
components soldered between posts in a micarta board, commonly seen as 
sub-assemblies in Mil gear. Anyone know of a source for the posts? 

=20 

Mike VE7MMH 


Outgoing mail is certified Virus Free. 
Checked by AVG anti-virus system (http://www. grisoft.com). 
Version: 6.0.809 / Virus Database: 551 - Release Date: 12/9/2004 


momees = _NextPart_000_0001_01C4E03A.91D29ACO 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KR KKK KR KK KKK KK KK KK KKK KK KK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK RK KK KR KK KKK KK KKK KK KKK KKK KK 


+t + + + + + F 
+t ss + + 


seeecc =_NextPart_000_0001_01C4E03A.91D29ACO- - 


Date: Mon, 13 Dec 2004 08:00:14 +1100 

From: Morris Odell <morriso@vifm.org> 

Subject: RE: Looky what followed me home 

To: Old Tube Radios <boatanchors@theporch.com> 


Message-id: <D02380C06383C847B2282343465930BE02DD89@my . vifp.monash.edu.au> 
MIME-version: 1.0 

Content-type: multipart/mixed; boundary="Boundary_(ID_66sqmad/pjiPlYYv67ajTw) " 
content-class: urn:content-classes:message 


This is a multi-part message in MIME format... 


--Boundary_(1ID_66sqmad/pjiPlYYv67ajTw) 
Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7BIT 
Content-disposition: inline 

content-class: urn:content-classes:message 


You are very fortunate. I have had the top half of one of these beauties 
sitting here for a long time trying to find the front end. If you think 
it's hard on the US, imagine the difficulties down here in Oz. Good luck 
with it!! 


73 de Morris VK3DOC 


Subject: Looky what followed me home 


OK, santa delivered it early.... But finally I have 
a WRR-2. It only took me 25 years or so to get 

my hands on one. The radio is in good shape 

and is complete, though will need some de-oxit 

here and there. 


It'll make a good winter project, all 300 pounds of it -- 
http://www. fernblatt.net/miscpics/radio/wrrfro> nt.jpg 


TvVVVVVVV VV VV WV 


ttp://www.fernblatt.net/miscpics/radio/wrrtag. jpg 


More pics as the story unfolds. Most likely the story 
will include how many trips to the chiropractor will 


be needed whilst I work on this monster. :-) 
73 
Tom NU4G 


* * * CONFIDENTIAL * x x 
The information in this message and in any attachments may be 


confidential. If you are not the intended recipient of this message, 
you must not read, forward, disclose, or use in any way the 

information this message or any attachment contains. If you are not the 
intended recipient, please notify the sender immediately and delete 

or destroy all copies of this message and any attachments. 


--Boundary_(ID_66sqmad/pjiPlYYv67ajTw) -- 
--Boundary_(ID_66sqmad/pjiPlYYv67ajTw) -- 
--Boundary_(ID_66sqmad/pjiPlYYv67ajTw) -- 
--Boundary_(ID_66sqmad/pjiPlYYv67ajTw) -- 


Mime-Version: 1.0 

Message-Id: <p0620071Llebde290fbd0a7@[10.0.1.2]> 

Date: Sun, 12 Dec 2004 18:21:21 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Tom Norris <r390a@bellsouth.net> 

Subject: Knob needed 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


I'm looking for a teardrop shaped "Raytheon" knob, quarter inch 
shaft. Pic is here -- 
http://www. fernblatt.net/miscpics/teardrop. gif 


They used to be all over the place until I needed one. 
Thanks 


Tom NUAG 


From: Henry van Cleef <vancleef@eskimo.com> 
Message-Id: <200412130040.QAA16523@eskimo. com> 
Subject: Re: Aerovox condenser quality? 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Sun, 12 Dec 2004 17:40:34 -0700 (MST) 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


The esteemed spr@earthlink.net has said: 

> 

> Folks, 

> 

> Tektronix used only Mallory FPs, and I gather they almost never need replacing. 
The fans do help keep thm cool, which is a big factor in electrolytic capacitor 
life. I am told that for modern units with other things held equal, the capacitor 
life doubles for every 10 deg C reduction in operating temperature. 


> 

> Also, I have a wet eletrolytic story. My 1934 American Bosch 440 console uses 
them, and until the late 80s I uesed to fire it up once a year for a_ half hour or 
so, and the filters were still good. 

> 

> Sometimes stuff lasts longer than you might expect. 

> 

> 

Yes, Tek used Mallory FP's and top-quality Allen-Bradley carbon resistors 
(except where precision was needed), and both are generally OK after 

40+ years in the old boatanchor scopes. Some time ago I swapped notes 

with Stan Griffiths, and his experience is the same as mine: almost 

never see a leaky or shorted FP; once in a while a dry one that has 

lost capacitance. And once in a while, we see one that has sprung a 

leak and is leaking electrolyte (a real mess to clean up). 


Taking an old Tek scope that has been a twenty or thirty-year shelf 
potato and powering it up for the first time can be---well, 
interesting. Hang meters on all of the heater supplies and all the B 
supplies (-150,100, 225, 350, and 500), flip the switch, and watch 
carefully. Only one of the B supplies comes up with the time delay 
relay open--but if you don't see heater voltage immediately, shut it 
off and investigate----a heater bus short will take out the power 
transformer fairly quickly. If all looks OK, wait out the time delay, 
and read the meters all at once when it clicks in. 


With this method, any capacitor reforming happens "right now." They 
(and the power supplies) seem to take it OK. I'll shut off a new 
startup after 3-5 minutes, check heat at various locations, then run 
it for 15-20 minutes, shut it off and recheck, and then call it "good" 
(i.e. proceed to do any trouble-shooting needed to get it operating 
properly). 


Big problem areas I've seen with old Tek scopes have been the 
glyptalled PEM nuts coming off screws and falling into the power 
supply wiring across the ceramic strips. I run a very careful visual 
inspection, particularly of the bottom chassis (power supply, vertical 
amplifier) to make sure nothing is in there to short things out. Also 
the Black Beauty caps in the older (pre-1960) high voltage supplies. 
Those are all in the upper chassis behind the CRT on the 530-540 
series. 


Hank 

Hank van Cleef (vancleef@eskimo.com, hvanclee@nyx.net) 
1986 420SEL "A stranger in paradise" (Fremont Co. Wyoming) 
1986 GMC 1500 6.2 diesel pickup "Seen one, seen them all" 


From: wb3fau@att.net 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: Tom Norris <r390a@bellsouth.net> 

Subject: Re: Looky what followed me home 

Date: Mon, 13 Dec 2004 13:36:39 +0000 

Message-Id: 

<121320041336 .9370.41BD9AE6000408250000249A21603762239A0EQOCCOD99@att.net> 


Tom, I have one of these. As a suggestion, you need to set up a counter- 
balanced work table or cart, to mount it on. The 2 main sections are 

built on slide mounts similar to a file cabinet, but alot more heavy 
duty. I have mine mounted ona roll cart,[makes it easy to move a 300LB 
receiver] You have to put ballast weight on the bottom rear of the cart, 
this way, when you pull out the drawers, it won't tip over! I will 

take some effort to set up, but worth it for accesss and servicing. 

I could send you a picture of mine as mounted. The way these are made, i 
always wondered what they cost the gov't to buy? Russ. 


From: wb3fau@att.net 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "Arden Allen" <gumbear@pacbell.net> 

Subject: Re: Aerovox condenser quality? 

Date: Mon, 13 Dec 2004 19:15:29 +0000 

Message-Id: 

<121320041915 .19345 . 41BDEA50000EE53600004B9121602813029A0EOOCCOD9IIG@att.net> 


There does not seem to be true dividing line, as to when a cap will fail. 

I used to think postage stamp micas would never fail, until I fould some 
shorted in a SP-400 receiver. I used to think as the rest of you guys, as 
heat and humidity goes, finding failures in relatively new gear, 
electrolytic or bypass paper type. I am now in possession of a '42 model 
Zenith console, it has all original caps and works fine. Owner had it 
sitting for 30 years. However, not stored in a damp basement or a hot 
attic. I got it running, and ran it for 48 hours non-stop, in anticipation 
of cap failure. Not one problem. Russ. 


From: AA5QT@aol.com 

Message-ID: <191.347781e2.2eef726c@aol.com> 

Date: Mon, 13 Dec 2004 17:32:12 EST 

Subject: Crystal question 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----------------------------- 1102977132" 


SSS SSE Soe See ee ei ee 1102977132 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


In my tube caddy I found what looks to be a 100 kc crystal in glass covered, 
octal base holder. The only writing is on the glass ands reads "100 kc" and 
"BGID". Anyone know if this goes with any particular radio, or is it fora 
home brew calibrator, or what? 


73, Gary K5QT 


PRE SESS SES SSM eks esa tere 1102977132 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK RK KK KR KK KK KK KK KK KK KKK KKK KK 


+ + + FF FF OF 
+ + + FF OF 


owt ecw et ee eee eet wees det eees 1102977132-- 


From: "john" <johnmb@nc.rr.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Mon, 13 Dec 2004 19:33:41 -0500 

Subject: 4x6AG7 amplifier...anyone recognize the source? 
Message-ID: <41BDEE95.2077 .431566@localhost> 
Content-description: Mail message body 

Mime-Version: 1.0 

Content-Transfer-Encoding: 7bit 

Content-Type: text/plain; charset=US-ASCII 


I was minding my business reviewing the offerings at the 24 hour a 
day internet hamfest, when somehow I used BuyItNow to purchase 

an old HB amplifier. The inductor is an ARC5 rotary unit, and the 
PA tubes are 4 6AG7's. I'm a sucker for old HB gear. 


I know I've seen this in the literature somewhere, but it's not in my 
two versions of "Single Sideband for the Radio Amateur". 


Anyone recognize it? 


73 
John K5MO 


No virus found in this outgoing message. 
Checked by AVG Anti-Virus. 
Version: 7.0.289 / Virus Database: 265.5.0 - Release Date: 12/9/2004 


Message-ID: <015501c4e1ca$a9c7bf20$465de804@hppav> 
From: "Don Davis" <dxguy@earthlink.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Terminal Posts 
Date: Tue, 14 Dec 2004 02:49:59 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="Windows-1252" 
Content-Transfer-Encoding: 8bit 


Industrial Liquidators in Lawndale CA carries a number of swaged type 
terminals for mounting in PC boards. Surplus = very cheap. What size 
terminal and board thickness are you looking for? 


Don AD6PB 


Sess Original Message ----- 

From: "Mike Hardie" <mike46@shaw.ca> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Sunday, December 12, 2004 11:05 AM 
Subject: WTB: Terminal Posts 


Iim making a couple of small component boards, the kind with a row of 
components soldered between posts in a micarta board, commonly seen as 
sub-assemblies in Mil gear. Anyone know of a source for the posts? 


Mike VE7MMH 


Message-Id: <6.2.0.14.2.20041219085141 .02684d10@ntpop.usnews.com> 
Date: Sun, 19 Dec 2004 08:51:59 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: Probe for RCA VTVM 

Mime-Version: 1.0 


Content-Type: text/plain; charset="us-ascii"; format=flowed 


Anybody got a spare WG-299 probe for the RCA Senior Voltohmyst (WV-98)? A 
friend won the VTVM off ebay and realized it lacks the probe. 


Avery W3AVE 
Potomac, Md. 


Message-ID: <001e01c4e5d7$c40£4180$6400a8c0@Mongo> 
From: "Paul Monroe" <pmonroe@charter.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Chippewa 
Date: Sun, 19 Dec 2004 08:33:53 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 

format=flowed; 

charset="iso-8859-1"; 

reply-type=original 
Content-Transfer-Encoding: 7bit 


Hi all, 


I have been fortunate to get a Heathkit Chippewa KL1 amplifier in reasonably 
good condition. The cabinet paint is blistered and will have to be redone, 
but that isn't a problem. 


The interior is very clean and I have not been able to see any evidence of 
fried components. 


The front panel is another story. The previous owner was a heavy smoker and 
the panel is covered with nicotine grime. It is so bad that the band switch 
legends for 20M and 15M can't be read and a permanent marker has been used 
to indicate these bands. However, now that the rig is in my shop where there 
is good light, the original legends are still there, well protected under a 
coat of grime. 


Any suggestions as to a safe means of cleaning this stuff off? 

Also, the plate current meter is not recessed or insulated. The instruction 
manual states that this meter is specially constructed to withstand the high 
plate voltages used in this amplifier. Any thoughts on this matter. Is the 
meter safe as stated, or should I make a removable plastic shield to protect 
against accidental contact? 


Any suggestions or comments will be most appreciated. 


73, 


Paul Monreo, W9MEH 


Message-ID: <001701c4e5da$02c96200$6401a8cO@radio> 
From: "Bob Kemp" <bkemp@bobkemp. com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Galaxy/Hygain Part Needed 
Date: Sun, 19 Dec 2004 08:49:57 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I'm looking for a parts unit Galaxy VmkII, MK III, GT550 or Hygain Gt550A. 
Bob 


Message-ID: <41C59D75.9000604@cox.net> 

Date: Sun, 19 Dec 2004 08:25:41 -0700 

From: David Hollander <n7rk@cox.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Chippewa 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Hi Paul - I received an estate of equipment earlier this year and it had 
been owned by a very heavy smoker. The stuff was yellow it was so bad. 


I had excellent success by spraying the panels/cabinets with Simple 
Green. The stuff just dripped off and than I used a squirt bottle to 
spray off the rest. Used this on a pair of SB twins, a TenTec 
transceiver, and HRO-5 and a bunch of accessories. The stuff came out 
looking like new. It was pretty amazing. I did this in my backyard and 
after cleaning, left it out to dry in the sun. I am in Arizona so we 
have plenty of sun and warm temps in January! I still have a Ranger I to 
do this to. 


I would do a test spot with the simple green before spraying the whole 
thing just to be safe and make sure it is not going to take the paint 
off. The nicotine as discusting as it was (and still is) acted as a 
protectant to the panels/cabinets. I got a huge bottle of Simple green 
with a spay bottle at Costco for around 8 dollars. 


Good luck! 


Dave N7RK 

KKK KAKI K KIKI AK IK KKK IKI IK IK III IK IKI IK IKI I IK IKI IK I IK IKI IK I 

Dave N7RK Boatanchors Home Page: http://members.cox.net/n7xrk 
Phoenix, Arizona *xDXCC Honor Rollx *WAZH22 - 75 Meter SSBx 


ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZMOAIJN, WB6NRK, WN6IWX 


Boatanchor and Antique Radio Collector 


From: WALKBQ@aol.com 

Message-ID: <15.3a7d0c55.2ef6fe4e@aol .com> 
Date: Sun, 19 Dec 2004 10:54:54 EST 

Subject: Re: Chippewa 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Paul, You might be surprised to find everything has been well preserved under 

all that nicotine; at least that has often been my past experience. I would 
recommend being careful around silk-screened nomenclature of course and start 

out with something mild. Just plain ammonia and water or a 50% mix of ammonia 

and an ionizing cleaning agent such as 409 with some water will absolutely 

cause nicotine to run right off but again I would recommend starting with 
something milder first. There are many different cleaning agents that should work 
well 

and you might get some other recommendations here as well because most 

everyone has a favorite that works for them. It may require something else for the 
permanent marker ink. 


Regards, Greg 


Message-Id: <6.1.2.0.0.20041219124245 .03152bb0@postoffice.worldnet.att.net> 
Date: Sun, 19 Dec 2004 12:53:20 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: John Dilks K2TQN <oldradio@worldnet.att.net> 

Subject: FS - a bunch of radios, parts, paper and tubes in Palmer, PA 

Cc: "steve vollers" <svollers@vollers.cc> 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi Gang, 


Here is a bunch of radios, paper and tubes in Palmer, PA. Palmer is 
located in western Pennsylvania, near Lake Erie, between Cleveland and 


Buffalo. Please contact Steve directly....... 
"steve vollers" <svollers@vollers.cc> 
Here are his two emails..... 


I found your email address off the Internet and felt you might want to know 
about the contents of a self-storage unit I bought at public sale last 
week... It is in Palmer, PA and is a 10x20 unit which is about waist 
deep in old radios, TV's and thousands of tubes... I don't know one from 
another but they must have come from an old Radio/TV shop as there is lots 
of vintage test equipment and one of those Zenith carrying cases the 
serviceman would bring into your home and put a new tube in your TV 


set... I need to dispose of this units contents ASAP. I did take 
some digital photos of the antique radios.... what do you 

think? Maybe you can point me to a local collector if you know of 
any. there are also lots of old radio parts etc...porcelain insulators, 
CLC +4. 

*x* 2nd email with photos.... (You will have to request the photos from 
Steve....) 


Besides these pictures there are MANY old clock radios, Sony betamaxes, 
vintage Sony trinitron TVs, crates of manual, paperwork, re-built TV 
tuners, a couple very old (I am guessing the '30s) oscilloscopes and other 
test equipment. I am looking for a lump-sum buyer of the unit 

contents. There are a HUGE # of tubes and spare parts. 


73, John Dilks, K2TQN 


Message-ID: <20041219184951.65849.qmail@web51008.mail.yahoo.com> 

Date: Sun, 19 Dec 2004 10:49:51 -0800 (PST) 

From: Meyer Gottesman <wrecktech@yahoo.com> 

Subject: For sale: Range "F" tuning unit (40 meters)for WW 2 GP-7 xmtr. 
To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 


For sale: 


One "rare bird" !! Range "F" plug-in tuning unit for 
the WW II Navy GP-7 transmitter. This unit has the 
tank circuits for the VFO, final and antenna tuning. 


Perfect condition. Sacrifice: $50.00 firm plus 
shipping/packing FOB Warner Robins, Georgia, USA. 
Personal checks are welcome and do not cause a delay. 


Tel: (478)741-1710 in Macon, GA. 
73, 


Meyer Gottesman, W6GIV 


Do You Yahoo!? 
Tired of spam? Yahoo! Mail has the best spam protection around 
http: //mail.yahoo.com 


From: wb3fau@att.net 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Chippewa 

Date: Sun, 19 Dec 2004 21:08:56 +0000 

Message-Id: 

<121920042108 . 6352 .41C5EDE7000D2320000018D021603760219A0E00CCOD9II@att . net> 


I agree with Greg, nicotine is a pretty good preservative for old gear. 

I use Lysol foaming basin tub and tile cleaner, and a scrub brush- like a 

tooth brush. I usually put a whole cabinet in awash basin, clean it with 
Lysol, and rise it off 

with water, comes out sparkling clean! Russ. 


Mime-Version: 1.0 

From: "k4pf@juno.com" <k4pf@juno.com> 

Date: Mon, 20 Dec 2004 01:02:51 GMT 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Subject: Re: 4x6AG7 amplifier...anyone recognize the source? 
Content-Type: text/plain 

Message-Id: <20041219.170342.9114.72111@webmail01.lax.untd.com> 


Hi, John 


That amplifier is shown on page 147 of the CQ "New Sideband Handbook" 
(1958) by Don Stoner, who gives credit to Norm McLaghlin W6GEG. 

The schematic is simplicity itself: 

The 4 tubes are in parallel. 

The grids and screens of all 4 tubes are connected to ground. 

The cathodes of the four tubes are connected together, 

with a single 2.5 mH 500 mA rf choke to ground. 

Input signal is applied across the cathode rf choke. 


the 


The plates are connected together, 

and there's a single parasitic choke, 

then another 2.5 mH rf choke in series to the B+. 

(This sounds like a bad idea, I would use 4 parasitic chokes). 
A plate blocking capacitor connected between the rf choke 

and the parasitic choke is 500 pF 10 KV (ceramic TV type), 

to a parallel LC tank to ground. (Johnson 200 pF variable 
across a B&W 40 JEL coil, tapped 4 turns from the bottom 

to the antenna connector for 75 meter operation 


It sounds like your homebrewer substituted a variable coil 
to vary the loading. 


Stoner said you could run it at 750 VDC, using 6L6's 
instead of 6AG7's, at 150 W PEP. 


73, 
Ed Knobloch 


-- "John" K5MO <johnmb@nc.rr.com> wrote: 

>I was minding my business reviewing the offerings at the 24 hour a 
>day internet hamfest, when somehow I used BuyItNow to purchase 

>an old HB amplifier. The inductor is an ARC5 rotary unit, and the 
>PA tubes are 4 6AG7's. I'm a sucker for old HB gear. 


>I know I've seen this in the literature somewhere, but it's not in my 
>two versions of "Single Sideband for the Radio Amateur". 


>Anyone recognize it? 


End o£ BOATANCHORS Digest 3741 
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